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Automatic Medication
 Inspection System

VIZENEX automatically inspects the 
medicine-filled pouches through 
ATDPS to detect erroneous ones 
based on the medicine information 
registered to the system.

Specifications VIZENEX

Model JV-VE10
Dimensions (W x D x H mm) 440 x 1,170 x 1,700 mm 
Weight Appx. 188 kg (Appx. 208 kg including winding module)
Inspection Speed Max. 320 pouches/min (Max. 150 pouches/min when used with winding module)
Inspection Category Amount, Shape, Color
Supported size range for inspection Up to 95 mm

Max. Winding Size 180 mm

Input Device Vertical Touch Screen 10.25" (Capacitive IPS) 
Power Consumption 250W (Max. 350W)
Power Supply 100-240V~, 50/60Hz
Recommended Temperature / Humidity 0~40℃ / 10~80%

Optional
Winding Module
D-Rolly Cover (Choose from 400 mm, 500 mm)
Bobbin (Ø 400, 500 mm)

Product exterior and specifications are subject to change due to the company’s research and development results without any prior notice.

Fast & Precise Medicine Inspection
With the latest built-in VISION camera, 
VIZENEX captures the high quality image of 
the processed pouch, then compares the 
quantity, size, and shape of tablets from the 
captured image with the prescription 
(order) details to identify any erroneous 
pouches with the impressive inspection 
speed of 320 pouches per minute.

Automated Pouch Winding & Cutting 
This optional feature automatically winds, 
cuts, and labels the inspected pouch strip 
to package it into a roll per order. 

Inspection Result  
History Management
All inspection results are stored in image 
and data format to be utilized for 
prescription analysis, medicine tracking, 
administration lookup, and more, 
supporting safe administration 
management for patients.

Supports Pouches in Various Sizes
VIZENEX automatically recognizes change of 
pouch sizes, therefore even when different 
sizes of pouches are mixed in the same 
bobbin, the system can continuously 
perform inspection of the pouches. VIZENEX 
can accommodate up to 95 mm pouch.

Minimized footprint
Now footprint required for VIZENEX 
installation is minimized thanks to the 
reduced overall product size as well as 
relocation of both feeding and releasing 
slots to the front.

Automatic Recognition of Pouch Box 
Information
When you place the inspected pouch 
box on the RFID stand, the pouch details 
of the pouch box appear automatically
in VIZENCHECK for accurate and convenient 
inspection.
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Features VIZENEX




